
Bighorn ~ Coronado  ~ Jasper 
 Oracle  ~ Sparta ~ Valencia



Bighorn

Black Charcoal

Aloe CranberryFog

Grape

HoneyLace

Lagoon

Millstone MooseMule Teal

Walnut

Cinnamon

Denim



Ivory Mourning Dove Elk Copperpot Ember Pine

Boulder Granite Gulch Tawny Rosewood Sapphire

Ebony Coyote Brown Bear

Coronado



Jasper

Cream Chia Pear Camel Rain Reef

Pebble Flax Sage Rust Cadet Ocean

Iron Pecan Spruce Poppy Plum Atlantic

Abyss Chocolate Walnut Fox Lingon Berry Pacific



Oracle

Cream Ash Tortilla Mule Saddle Claret

Coal Tombstone Clove Beaver Olive 



Sparta



Sparta

Bone Parchment Limoncello Laurel Pavement Stream

Dove Ash Glow Pistachio Aegean River

Rhino Sandstone Apricot Apple Mediterranean Blueprint

Charcoal

Habenaro Eggplant Pool Cobalt

Mason Walnut Heat

Mink

Fog

Rust Marlin Atlantic

Iron

Wine



Valencia

Mission Wolf Cottonwood Bronze Flame Wheat

Fruit Bat Hickory Reservoir Cinnamon Sangria Verde



Technical Specs Values Test Method
Surface Composition PVC ASTM D 751-06
Finished Width 54” min. ASTM D 751-06
Backing Composition 100% Polyester ASTM D 751-06
Repeat None ASTM D 751-06
Railroaded No
Put-up 30 yards
Cleaning Code WS

Technical Specs Values Test Method
Grab Tensile 110 lbs./in.× 110 lbs./in. min. ASTM D 751-06
Trap Tear 35 lbs./in. × 35 lbs./in. min. ASTM D 751-06
Seam Strength 35 lbs./in. × 35 lbs./in. min. ASTM D 751-06
Adhesion 4 lbs./in. × 4 lbs./in. min. ASTM D 751-06
Flex Resistance 25,000 Cycles ASTM D 2097-91
Blocking No. 1 - Pass FTMS 191A-TM5872
Wyzenbeek Abrasion 100,000 cycles, #10 cotton duck ASTM D 4157-13
Colorfastness to Light 250 hours, Grade 4-5 ASTM D 4329-05
Crocking Resistance Dry - 4-5; Wet - 4-5 AATCC 8-2016
Blue Jean Dye Transfer Dry - 4-5; Wet - 4 Chrysler Method: LP-463KC-04-03
Stretch (MD×CD) 7% × 30% ASTM D 751-06

Flammability
California Bulletin 117-2013, Section 1 Pass Environmental

NFPA 260 Pass
Does not contain any flame  
retardant chemicals. 
Does not contain anti-microbial additives

UFAC Class I Pass Phthalate free
FMVSS/CMVSS #302 Pass RoHS compliant
IMO 2010, Part 8, Section 3.1 Pass

Suitable Applications: Contract, Healthcare, Hospitality, Residential.
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